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Spot 2800W
specifications

V0621

*Values are approximate. Max. temperature increases achievable in enclosed spaces at 16°C (dependent on the respective installation conditions and mounting height).

HEATSCOPE® Spot 2800W

SKU HTS.SPT.28.WH HTS.SPT.28.BL

MPN MHS-SM2800WT.200 MHS-SM2800AB.200

Colors White Black

Dimensions (L x W x H) 884 x 184 x 78 mm / 34.8 x 7.2 x 3.1 in

Weight (approx) 5 kg / 11 lbs

Electrical Connection 220 - 240V AC~, 50/60 Hz, 12.17A

Heat Output 2800W / 9,555 BTU/h

IP Standard IP24 (well covered or with optional weather shield)

Full Heat 15 sec.

Visible Light < 600 Lumen

Included Accessories Brackets for wall or ceiling mounting, IR Remote Control (Infrared) OR Dual WiFi Smart Switch (w/ App)

Optional Accessories Weathershield, Extension Rods, Lift (Lifting System)

Compatibility ZigBee Wireless Switch (Remote Control), ZigBee Motion Sensor (extra parts required)

Heating area
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A B C D E F G H I
MHS-SM1600 
MHS-SP1600

26.38 
inch

7.24 inch 3.07 inch 0.35 inch 3.94 inch 2.37 inch 0.43 inch

≤ 9.45 
inch

≥ 5.31 
inch

MHS-SM2200 
MHS-SP2200

31.89 
inch

≤ 11.82 
inch

≥ 6.89 
inch

MHS-SM2800 
MHS-SP2800

34.80 
inch

≤ 14.57 
inch

≥ 6.89 
inch

©
  M

H
S 

G
m

bH
 2

02
0f

f. 
Te

ch
ni

sc
he

 u
nd

 m
aß

vo
lle

 Ä
nd

er
un

ge
n 

so
w

ie
 S

at
z-

 u
nd

 D
ru

ck
fe

hl
er

 v
or

be
ha

lte
n.

  S
ub

je
ct

 to
 te

ch
ni

ca
l c

ha
ng

es
, p

rin
tin

g 
an

d 
ty

pe
se

tti
ng

 e
rro

rs
.  
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MAD DESIGN GROUP

Showrooms 3 & 4, 40-42 O’Riordan Street 
Alexandria  NSW  2015  
T  +61 2 9997 3050  E   info@maddesigngroup.com
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NEW! POINt Of PURchASE 
flAME PROP

These creative flame inserts have been designed to be placed over the burner 
opening to enable customers to better visualise the purpose of the product at 
times when the fireplace is not able to be lit.

Linear Flame
Supplied in two parts, the linear flame can work with any/
all linear burners. Stick parts together to fit the XL1200 
Burner, or use only one part for the BK5 Burner.
Packed flat with easy assembly. 

AB8 & AB3 Flames
Assemble by sliding one flame into the other.
Packed flat with easy assembly. 

Must be removed before lighting or operating 
the appliance. Flame is indicative only. 
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Cable Connection
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